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dichtol EP PTFE #2637

Product description
dichtol EP PTFE is a 2-component system with 100 % solids content that has  
been specially specially developed to impregnate thermal spray coatings or  
similar porous substrates. Thanks to the PTFE fillers, the product creates an  
abrasion-resistant surface with non-stick properties and particularly high  
chemical resistance after curing. It is preferably applied to warm surfaces  
between 20 °C and 120 °C.

Characteristics
•	 High penetration depth
•	 Corrosion and weather resistance
•	 Non-stick properties
•	 High abrasion resistance
•	 Good sliding properties
•	 100 % solids content
•	 Resistant to many solvents, acids and alkalis
•	 Very good adhesion to metallic and ceramic substrates
•	 Preferred application method: Brushing, dabbing, spraying
•	 Electrically insulating

Typical applications
•	 Capillary-active impregnation of micropores and hairline cracks
•	 Sealing of thermal spray coatings 
•	 Creation of a non-stick surface with good sliding properties

Available in the following versions
ARTICLE PRODUCT DESCRIPTION

#2637 dichtol EP PTFE 0,5 kg, 1 kg

Product data Delivery condition
PROPERTIES 2637A 2637B

Colour white clear, yellowish

Density 1,13 g/cm3 0,98 g/cm3

Viscosity 140 mPas 90 mPas

Mixing ratio (A:B) 85:15 [g]

Viscosity 120 g/cm3

Pot life 45 min, 100 g at room temperature
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Product data, reacted product
PROPERTIES VALUE

Density 1,03 g/cm3

Shore D 85

Storage/shelf life
Store in the original, unopened container in a dry, cool and frost-free place (+5°C to +30°C). 
Shelf life 1 year.

Preparation
The object temperature should not exceed the application temperature of 120°C, as otherwise the penetration of the polymer 
cannot be 100% guaranteed. The A component (resin #2637A) must be shaken before use. If necessary, weigh the two material 
components into a clean container in the correct mixing ratio and mix well, or mix the supplied container completely.

Brushing/dabbing
Pick up EP PTFE #2637 with a brush and spread evenly over the surface. Ensure that the entire surface is wetted. Another option 
is to apply the product using an absorbent material such as a sponge. To do this, also pick up the product and apply it evenly to 
the surface.

Spraying
After mixing, the material can be applied with a pneumatic spray gun. We recommend a commercially available spray gun with a 
1.6 mm nozzle opening. Spraying is particularly suitable for evenly sealing large surfaces. Ensure even application and complete 
wetting of the surface.

Curing
dichtol EP PTFE #2637 cures chemically at room temperature within 24 hours. Curing can be accelerated by heating.

Disposal
Do not empty into drains or water courses. Waste and containers must be disposed of in a safe manner. Disposal according to 
Directive 2008/98/EC on waste and hazardous waste. Proposal list of waste keys/waste names according to ECAC 080 111* 
Waste colours and varnishes containing organic solvents or other hazardous substances *Hazardous waste according to Direc-
tive 2008/98/EC (Waste Framework Directive). Non-contaminated and empty packaging can be recycled. Containers that are not 
emptied properly are hazardous waste.

Safety Data Sheet
Please read the relevant safety data sheet before processing the product. Safety data sheets are available on a daily basis on 
request via info@diamant-polymer.de or by telephone on +49-2166-98360.
DIAMANT guarantees the product properties as long as they are stored and used in accordance with the specifications listed 
here. DIAMANT accepts no responsibility for the processing of the material. Our technicians will be happy to answer any further 
questions you may have.

Disclaimer
The following supersedes the buyer’s documents. Seller makes no express or implied representations or warranties, including 
merchantability or fitness for a particular purpose. Although the advice and information contained in this publication is based on 
our own findings and is believed to be reliable, we cannot accept any responsibility for the suitability or results of the processing 
of the products described herein, nor for any loss or damage caused directly or indirectly by the processing of our products. Be-
fore using the described products, the processor is obliged to ensure the quality, safety and other relevant properties by his own 
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The technical data listed here was determined under laboratory conditions and verified by quality assurance processes on the day of product ma-
nufacture. We reserve the right to make changes without prior notice. The customer is responsible for verifying the up-to-dateness of the data and 
should contact DIAMANT before ordering the material. Application, use and processing are beyond our control and are therefore the sole responsi-
bility of the purchaser. Should liability nevertheless arise, this is limited to the value of the goods supplied by us and used by you. We guarantee the 
flawless quality of our products in accordance with our general terms and conditions of sale and delivery. All technical data vary depending on the 
loads and conditions of use. We will provide specific application data on request in each individual case.
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tests. We guarantee the flawless quality of our products in accordance with our General Terms and Conditions.The Buyer’s sole 
remedy and the Seller’s sole liability for any claims are the Buyer’s purchase price. No reference in this document may be constru-
ed as an incentive, recommendation or permission to disregard existing intellectual property rights. When handling our products, 
the industrial hygiene and legal regulations must be observed. For further information, please refer to the relevant safety data 
sheets. This edition replaces all previous versions.
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